SANYO

Cadnica

Cell Type

CP-3600CR

Specifications

Nominal Capacity 3600mAh
Nominal Voltage 1.2V
) Standard 360mA
D Charging Current Fast 5400mA
- O d m
] ) Standard 14 to 16Hrs.
Charging Time
w Fast about 1Hr.
Yo Standard| 0°C to +45°C [+32°F to 113°F]
I . Charge S S S S
c(’l dﬂ i‘ﬂ Ambient Fast 5°C to +40°C [+41°F to 104°F]
FAST CHARGE Temperature | Discharge -20°C to +60°C [ -4°F to 140°F]
IR gy purTER! Storage -30°C to +50°C [ -22°F to 122°F]
l"P"'lﬁn 2y, 3600 Internal Impedance (Av. 3.9mQ
CR 1.2v, ]
:""::’:mnz unm;;,,p' b [49.0:03 mm (at. 50% discharge) (at 1000Hz)
opency, < O o 1.929:002 inch| [Weight 89g/3.140z
St hectric Co, L1d Dimensions NNFEPER mm
f . .
Bare Cell 0.992%002__inch ?ITﬁ?SkIJOI‘)IS(D)x(H) 260 °.  x500 °, mm
10 mm with tube 0 o .
d
0392 nch 1.02 3, x197 ° . inch
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Charge Discharge (at high rate)
v Charge : 5.4A AV=10mV Charge [5.4A AV=10mV
[ 4 N at 20°C/68°F |
6 5°C/41°F
S s 20°C/68°F s 12
o L ] 40°C/104°F. o \
? 810
5 14 =
E E \ \
T 3o
S 1s © 08 @n @
1.2 0.6 ‘
0 10 20 30 40 50 60 0 10 20 30 40 50 60 70 80
Charge Time (Mins) Discharge Time (Mins)
Cell capacity (at various discharge rate) Discharge (at high rate)
110
Charge : 5.4A AV=10mV
100 14 at 20°C/68°F |
X I \
- 9%
> I ~ 12
'§ 80 — % \ ——
| E———
§ 70 Charge : 5.4A AV=10mV— E 1.0
) Discharge : End Volt 1.0V ~
% 60 at 20°C/68°F— 3 \
= 0.8
g 5 © ® 1) @
<
40 0.6
0 1 2 3 4 5 6 7 8 0 2 4 6 8 10 12 14 16
Discharge Rate (It) Discharge Time (Mins)
Discharge (at low rate) Temperature (Charge & Discharge)
T T 110
Charge : 5.4A AV=10mV
14 Ao at 20°C/68°F | < 100 = S
g - .
< % 80
Y \ \ g 70 Charge Characteristics
? 10 \ \ g oo Dische}rge Char‘acteristics‘
é ‘ e % Condition { Charge : 5.4A AV=10mV.
3 o8 l TE 50 ‘Discharge : 720mA
o= 051 021 o1 < @ (Bnd Volt 1.0v)
| | . R —
0.6 -20 -10 0 10 20 30 40 50 60°C
0 2 4 6 8 10 12 14 16 -4 14 32 50 68 86 104 122 140 °F

Discharge Time (Hrs.)
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