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Patch cable, contact inserts: x , degree of protection: IP20, cable length: 0.5 m, number of positions: 4
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Key Commercial Data

Packing unit 1 STK

| A}
47055626"311524

GTIN 4055626311524

Technical data

Dimensions

| Length of cable 0.5m

General data

Number of positions 4

Degree of pollution 1

Rated voltage (I11/3) 72V (DC)
Characteristics head 1

Color black

Material (component)

CuSn (Contact)

Ni/Au (Contact surface)

PA (Contact carriers)

PA (Housing)
Insertion/withdrawal cycles > 750
Standards and Regulations
Flammability rating according to UL 94 VO

Environmental Product Compliance

08/18/2018 Page 1/2


https://www.phoenixcontact.com/pi/products/1422683
https://www.phoenixcontact.com/pi/products/1422683

https://www.phoenixcontact.com/pi/products/1422683 m PHEN'X
CONTACT

Patch cable - NBC-R4AC/0,5-93K/R4AC - 1422683

Technical data

Environmental Product Compliance

China RoHS Environmentally friendly use period: unlimited = EFUP-e

No hazardous substances above threshold values

Drawings

Cable cross section Circuit diagram

RJ45 RJ45

1F7W ﬂiq 1YE

2 - = 2 0G

3 - = 3 WH
- -

6 -— ™= 68U

Sercos |11 [93K]

Dimensional drawing

13,9 48,5

|
=

14,9

RJ45 connector, IP20
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